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LED | Strip Light Kit RGBW

OVERVIEW 
Applications: Indoor/Outdoor (IP65)

LED Type: SMD2835

Dimmable: Yes

Lifespan: 50,000 hours

Warranty: 5 years

FEATURES
Optional Accessories:

• See Accessories Page

Mount Options Included:

• 3M Tape Mount

• Silicone Bracket Clips

Cuttable Every 2 ½ Inches

TECHNICAL SPECIFICATIONS

SARIN’s LED Flex Kits are the perfect all-in-one solution for hassle free 
lighting. Each kit comes with everything you need, from the driver to the 
mounting accessories. For even more customization options, additional 
accessories are available. 

The Flex Kits are high quality strip lights that are IP65 rated and are safe 
for outdoor use. Being cuttable every 2 ½ inches, these kits are perfect for 
almost any application. 5 year warranty!

Watts 14.4 Watts/Meter

Lumens 500 Lumens/Meter

Size
16.4ft(5M)/Roll, 10mm PCB 

Width

Voltage 24V

Dimmable Yes

Beam 
Angle 120°

CRI >80

CCT RGBW + 2700K

IP Rating IP65

Materials Silicone Tubing / PCB

Finish Black

Density 120LED/Meter

Lifespan 50,000 hours
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ACCESSORIES INCLUDED IN BOX

CCT (K) Watts (W) Beam Angle Voltage

     RGBW+2700K       14W/M       120°     24V
         

     

ORDER FORM

QUANTITYEXAMPLE MODEL NUMBER

SES-HDSL-RGBW-14.4-XXXX
QUANTITYMODEL NUMBER

SES-HDSL-

COMMON STOCK MODELS

Item Code Model Number

11059 SES - HDSL-RGBW-14.4

MODEL NUMBER

SES-HDSL-

MODEL NUMBER

SES-HDSL-

QUANTITY

QUANTITY

✓ ✓ ✓ ✓

Silicone Glue
 #51057

10 Screws 
#11079

 10 Silicone Clips 
#11078

NOTICE: Strip light driver and remote included in kits

BOX EXAMPLE


