Project:

Type:

LED Track

Name:

Date:

Light Series

Light. Head B.5"x2"x4" Lumens N/A
Size
Watts 8W, 10W CCT N/A
Voltage 120V IP Rating IP40
Dimming Triac Materials Aluminum, PC
Bulbs Al9, PAR20, BR, PAR38 Finish White, Black
Base Ec6 Lens N/A
PF N/A Lifespan 15,000-25,000 Hours

SARIN LED Track Lights are commonly used to replace halogen lights and
provide an energy savings of up to 70%. These modular lights are easy to
install and replace or change. Tracks come in four sizes: 3', 4', 6', and 8.

The sleek and modern design of this track system provides an abundance
of light and sophistication to your interior space. These track lights have
an P40 rating, perfect for offices, displays, bedrooms, and galleries. This
is a standard 3-wire track lighting system with black or white rails and
heads.
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OVERVIEW

Applications: Indoor IP40

Dimming: Triac

Bulbs: A19, PAR20, BR, PAR38

System: 3-Wires

Track Lengths: 3'4'6'.8’

Colors: Tracks & heads available
in black or white

Warranty: 3 Years

FEATURES

«  Multi-directional lamp
heads to provide light to
difficult places

- Track Lengths come in a
variety of options including:
3,4, 6", and 8.

«  Durable metal construction
is built to last and offers a
clean, refined look

«  Aluminum body disperses
heat better than its
counterparts and
maximizes LED efficiency

- Black rails are availble in 6
& 8’ lengths.

SARIN
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TLS ‘ LED Track
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Project: Type:

LED Track
‘ TLS Light Series Name: Date:

ORDER FORM:

*) Special Order/Not Commonly Stocked
Custom Model Assembly

Fixture Color Watts Beam Angle  Voltage
A Tis O whie ¥ e-low O # acieov
SES-TLS-Heads-White [ Black
Example Model Number
SES — TLS -— — 6-10W — — 120
Quantity Fixture CCT Watts Beam Angle Voltage
Common Stock Models: Optional Accessories:
10740 SES-TLS-Heads-White 40737-A TLS Track End Cap - Black
10741 SES-TLS-Heads-Black 40737-B TLS Track End Cap - White

40737-C TLS Track End Feed Connector - Black

40737-D TLS Track End Feed Connector - White

Tracks: 40737-E TLS Track 180° Connector - Black
40737-F TLS Track 180° Connector - White
10737 SES-TLS-8FT-Track Light-White 40737-G TLS Track L Connector - Black
10762 SES-TLS-6FT-Track Light-White 40737-H TLS Track L Connector - White
10763 SES-TLS-6FT-Track Light-Black 40737+ TLS Track T Connector - Black
10764 SES-TLS-8FT-Track Light-Black 40737-J TLS Track T Connector - White
10765 SES-TLS-3FT-Track Light-White 40737-K TLS Track Suspension Rod - 20"
10766 SES-TLS-4FT-Track Light-White 40737-L TLS Track Suspension Rod - 39"
10739 SES-TLS-4FT-Track Light-Black 40737-M TLS Track Suspension Nut
SARIN
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