Project: Type:
LAO].C CCTLINEAR
‘ STRIP LIGHT Name: Date:
(<) | G
| \\
Watts 20w 20W/30W /40W 50W/60W/ 70W
Lumens | 2,300 - 2,500lm 2,360 - 5,200ilm 9,730 - 10,920Im OVERVIEW
i ) _ CCT: Tunable
Size see dimensions CCT 3000K-4000K-5000K Applications: IP65
Voltage 120-277V IP Rating P65 Efficacy: 115-132Im/W
Dimming: 0-10V
Dimming 0-10V Materials Aluminum LED Type: SMD2835
Lens Type: Frosted
2‘:’:: 130° Finish White Driver: BQE25J-0480-48-PV,
S BQE46G-0860-42-PV-S1S2,
CRI >80 Lens Frosted BQEB5-1250-52-PV-51S2
Operating Temp: -31F° to 113F°
PF 20.9 Lifespan 50,000 Hours

SARIN LED Adjustable CCT Linear Strips are commonly used to replace
fluorescent lights in work areas. These lights are safe for outdoor use and
protected from rain, snow, and weak jets of water, such as sprinklers. In
addition to tunable color temperatures, the two larger models also allow
you to switch between three wattage settings.

Not only can these be surface mounted but they also look great when
suspended. LED Wraparounds are perfect for offices, garages, auto
body shops, and car dealerships.
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Operating Humidity: 20% - 90% RH
Lifespan: 50,000 Hours
Warranty: S Years

FEATURES

«  Optional Accessories: DC
Motion Sensor, Emergency
Power Supply

- Mounting Options: Surface
Mount, Suspended
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PHOTOMETRICS:
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Project: Type:

CCTLINEAR
LACIC | grriPLIGHT  name Date:

y~ \\

ORDER FORM:
*) Special Order/Not Commonly Stocked
Fixture CCT Watts Voltage
ﬂ LAO1IC ﬂ Tunable [ 20W ﬂ 120-277V
SES-LAQIC-20-3/4/5K 1 20W / 30W / 40W

Example Model Number

0 50w /B60W /70W

SES — LAO1C — Tunable — —

Quantity Fixture CCT Watts Voltage
Common Stock Models: Optional Accessories:
11119 SES-LAOIC-20-3/4/5K 13030  HDOI16VCRS (Motion Sensor)
11120 SES-LAOIC-40/30/20-3/4/5K 13031 B RO AT e 8
11308 SES-LAOIC-CCT-WWW 13042 SES-LAOIC-SURFACE
13043 SES-LAQIC-SUSPENDED
13044 SES-LAOIC-CHAIN

13030 13031 13042 13043 13044
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